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l MDS Transparent LED Display

l Display Type: Retail Transparent P3.9

l Location: New York USA

l Display Size: 20m×2m



l MDS Transparent LED Display

l Display Type: Retail Transparent P3.9

l Location: Netherlands Europe
l Display Size:4m×3m



Product Appearance

Front view of 1000 * 500mm box exterior Back view of 1000 * 500mm box exterior

1500 * 500mm box exterior view 1500*480mm box exterior view

Custom Sizes possible



Product Appearance

Floor standing advertising display Module Outline View



SUPER FILM SCREEN

Only weighs 3KG/㎡
Effortless Installation and Mobility: Designed for easy 

installation and movement by a single person, saving both 
time and reducing installation costs. L E I G H T



Ultra-Thin Design: With a thickness of less 
than 2mm, the module can be seamlessly 
mounted on transparent glass, ensuring a 
flawless integration without any visible 
seams.

T H I N 



High Transparency: Achieving up to 
90% transparency, our display ensures 
a clear and unobstructed view

T R A N S P A R E N T



1 Pixel Pitch P3.9-P3.9 P6.25-P6.25 P10-P10

2 Item SMD2020 SMD2020 SMD2020

3 LED Type 65536pixels/㎡ 25600pixels/㎡ 10000pixels/㎡

4 Module Size 500x250mm 500x250mm 500x250mm

5 Weight 3Kg/m² 3Kg/m² 3Kg/m²

6 Brightness 4000nits 4500nits 5000nits

7 Installation Mounting, hoisting, fixed mounting, support any size cutting, bending

8 Viewing angle 160°/140° 160°/140° 160°/140°

9 Refresh rate 3840Hz 3840Hz 3840Hz

10 Transparency ≥80% ≥80% ≥80%

11 Input Voltage AC 220V/50Hz or AC 110V/60Hz

12 Consumption Average: 240W/㎡; Max:800W/㎡

13 Lifespan ≥100,000hours

14 Certifications CE

Technical Specs



Product Feature

1. Ultra-Thin Design: 

With a thickness of less than 
2mm, the module can be directly 
adhered to glass, ensuring a 
seamless and sleek appearance.



Product Feature

Frameless Design: The screen body 
features a frameless design, enhancing 
its appearance by significantly reducing 
the shelter of the frame. With a 
straightforward construction, it is easy to 
install, saving both installation and 
labour costs.

2. Frameless Design:



Product Feature

3. HighTransparency

Achieving up to 
90% transparency, 
our display 
integrates almost 
completely with 
glass, ensuring a 
seamless and 
unobstructed view.

High Transparency it looks great on glass.



4.Custom Sizes Available: 

Our modules can be 
customized to any size, 
ensuring a perfect fit for your 
specific needs.

Product Feature



Wireless Control
User-Friendly Control: 
The LED screen is extremely 
easy to operate, ensuring 
effortless interaction and 
management.

Wifi Support 
Content Delivery Made 
Easy: Send media to the 
screen directly via the 
smartphone app.

Smart ControlSmart Control



Our Factory

Product quality is our core, 
our factory operates 

Dust-free & Anti-static 
Work floors.

PARMI SPI SIGMAX
Solder Paste Inspection
Machine

HELLER
Reflower

Panasonic NPM-D3Air Shower



Our Factory

Committed to Excellence:
Product quality is at our 
core. Our factory features 
dust-free and anti-static 
workfloors to maintain 
superior manufacturing 
standards.

 Customer First:

Quality is our cornerstone, 
and exceptional service 
amplifies our value.

 PARMI SPI SIGMA 
X Solder Paste 
Inspection Machine



1. Amounts exclude shipping costs and customer's import duties/VAT unless the offer specifically includes       shipping costs.

2. Payment  50% at order, 50% before delivery.

3. Lead time: 20-25 days after receiving deposit.

4. Errors Exempt: All information is provided without liability for errors.

1. Warranty on LED Screen: Warranty 2 years. And life-span maintenance.
2. Follow-the-Sun After-Sales Service: You can contact us at any time you need.

3. Installation and Configuration: The system can be installed and configured by the customer. We also offer

pre-configuration of LED displays based on screen dimensions (width * height) before delivery.

4. Warranty Returns: Faulty parts are sent to our company in China via DHL or other express services during the warranty period.

5. For important projects, we provide optionally an experienced technician on the day of installation for support. Additionally, we

welcome your engineers to our company, to learn how to operate the software and install the LED screen.

6. We offer a manual and online guidance for installing and configuring the LED screen. Additionally, we can assist with configuring

LED screens via remote control Software like TeamViewer or AnyDesk."

Terms & Conditions
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